
 

Pfaff  3568  2  11

default
Puller complete--95-730 821-71/895

default
Transfer cylinder repair kit for most all cylinders.  99-135 200-00

default
Transfer cylinder repair kit for the cylinder with the coil spring on the end.  99-135 273-00

default
D 650 drive unit for the Berger Lahr drive

default
Cooling fan complete for the A1 and A20 power supply.  91-291 358-71/003.

default
Cooling fan only for the A1 and A20 power supply.  71-910 000-38

default
Thread nipper  91-166 816-91

default
Thread nipper bracket.  95-753 971-75/895

default
Needle thread control take up mounted on the bottom of the needle bar  91-163 741-90

default
Needle bar stroke.  33 MM. is standard, 37 MM. is for the 918 sewing used on the 3568















































default
X1 plug numbers71-160 001-93 plug box mounted on the machine.71-160 003-78 connector inside the box71-160 001-55 plug box mounted on the folder71-160 003-79 connector inside the box91-093 860-91 cable complete with connector on the folder side.  YSL-J21x0.34 (length 3700 mm)

















default
Flat shank needle bar complete (95-721 251).  Chuck only (721230).  Needle bar only (709986).  Screw to hold chuck to the needle bar is (1138).  Needle set screw (330082) 

default
Part number 91-167 160-91 is for a needle bar stroke of 37mmm.  The measurement from center to center is 18.5 mm.95-629 710-91 is for a needle bar stroke of 33mm.  The measurement from center to center is 16.5 mm

default
see note to the right



default
Push stud for lifting (91-167 519-91

default
50 MM. diameter foot. (95-730 200-9160 MM. diameter foot (95-730 885-01





















default
Counter press with a 1.6 MM. round needle hole.  95-623 330-03/004

default
Counter press with a 2.2 MM. round needle hole is 95-623 330-03/005







default
Hook for a 3518 without the slot.  95-753 435-91





default
Wire for connecting the thread trimmer to the connection box at the hand wheel.  91-093 893-91



















default
Plate for a 480 style.  95-721 206-11





default
Complete assembly for a 3518 is 95-629 588-91

default
Complete assembly for a 3568 is 95-721 075







































































































default
Puller complete.  95-730 821-71/835
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